
559-226-8196
4603 E. VINE AVE.

FRESNO, CA 93725

www.mcgaughys.com

INSTRUCTIONS FOR  #34347
REAR FLIP KIT FOR 2019+ GM 1500 TRUCKS

*BEFORE MOVING FORWARD WITH INSTALLATION, PLEASE VERIFY ALL
COMPONENTS ARE PRESENT. IF PARTS ARE MISSING, PLEASE CONTACT

MCGAUGHY’S SUSPENSION IMMEDIATELY AT 559-226-8196.
***READ ALL INSTRUCTIONS FULLY BEFORE STARTING INSTALLATION***

Kit Includes: 1. U-Bolt Plates (2)
2. U-Bolt Retainer Plates (2)
3. Flip Kit Saddles (2)
4. U-Bolts (4)
5. Bump Stops (2)
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Rear Installation
1. With the vehicle turned o� and in park, secure the front tires with wheel chocks.
2. Jack up the rear end, and put jack stand on each side of the frame. 
3. Place a �oor jack under the rear axle and use to relieve pressure on the rear leaf springs and 
shackles by jacking up the rear axle.
4. Start on one side �rst. Remove the factory u-bolts. (pic 1)
5. Next, remove the bolts holding the leaf spring in place on the rear shackle side and the front
hanger side. (pic 2)
6. Once the leaf spring is loose, place it underneath the axle and reinstall it at the front hanger and
the rear shackle. Use the factory hardware.
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7. Repeat steps 4-6 on the 
opposite side of the vehicle.

8. Once the rear axle is on top of 
the leaf springs, install the �ip kit 
saddle between the leaf spring 
and the rear axle. (pic 3) The ear 
with the slot laser cut out of it, 
installs towards the rear of the 
vehicle.

4. 5.

9. Use the new provided u-bolts, 
the provided top retainer (pic 4), 
and the provided bottom u-bolt 
plate (pic 5), to complete the �ip 
kit installation on the rear axle.

10. Repeat on the opposite side 
of the vehicle. Once the �ip kit is 
installed on both sides, torque
u-bolts to factory specs.
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11. Cut o� the factory bump stop assembly using a cut-o� wheel or plasma cutter. (pic 7)

12. The rear axle housing has a �at saddle welded to the top on each side that the original bump
stop would make contact with. At the rear of it, drill a 3/8” hole and install the new provided rear
bump stops and hardware. (pic 7-8) Make sure no brake lines or wires are in the way when drilling.


